NOTES: UNLESS OTHERWISE SPECIFIED

- MATERIAL: STEEL SHEET METAL 16 GAUGE
- FILLET ALL WELDED CORNERS
- FINISH: PAINT ENTIRE ASSEMBLY WITH RED PAINT

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>PART NUMBER</th>
<th>DESCRIPTION</th>
<th>QTY.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td></td>
<td>box</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td></td>
<td>gate</td>
<td>1</td>
</tr>
<tr>
<td>3</td>
<td></td>
<td>stop</td>
<td>1</td>
</tr>
<tr>
<td>4</td>
<td></td>
<td>hinge</td>
<td>1</td>
</tr>
<tr>
<td>6</td>
<td></td>
<td>standoff</td>
<td>1</td>
</tr>
</tbody>
</table>

ITEM 6: 8-40 PART # BSO-440-10XI (www.pemnet.com)

SPOT WELD

1.5mm

SPOT WELD

1.5mm

SCALE: 3:2
WEIGHT:

REVDWG. NO. C
SIZE: 3/2
REV. C
SCALE: 3/2
WEIGHT:

HEMT 1.5

APPLICATION

DO NOT SCALE DRAWING
- DIMENSIONS ARE IN MM
- TOLERANCES ARE:
  - ANGULAR: ±0.5 DEG
  - FRACTION: ±1/8
  - DECIMAL: .006±.003
  - .XX±.015
- HOLES < Ø12.5 +.150 -.025
- SURFACE ROUGHNESS
- BREAK EDGES .13 - .5 CHAMFER OR RADIUS
- FILLET RADIUS .5 MAX

APPLICATION

USED ON NEXT ASSY

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF EAGLE ACCESS CONTROL SYSTEMS, INC. ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF EAGLE ACCESS CONTROL SYSTEMS, INC IS PROHIBITED.